HYDRANT HEAD & B.O. SPOOL WITH BRONZE CAPS AND CHAIN PAINTED OSHA YELLOW WITH RUST-OLEUM 2143, DUPONT 236630, AERVOE 302 OR KRYLON 1813, (PLASTIC CAPS NOT ALLOWED)

VALVE BOX ASSEMBLY PER SCWD STANDARD S-6, WITH CONCRETE COLLAR

6" M.J. X FLG. OR 6" FLG. SS TAPPING TEE

6" M.J. X FLG. G.V., (STAINLESS STEEL HARDWARE)

M.J. HYDRANT BURY

6" D.I.P. OR C-900 PVC PIPE.

THRUST BLOCK PER SCWD STANDARD S-7 WHEN REPLACING HYDRANT ON AN EXISTING LATERAL.

A.C., C.I., OR PVC PIPE

NOTE:
1. HYDRANT SHALL BE COVERED WITH A BURLAP SACK UNTIL PUT IN SERVICE.

<table>
<thead>
<tr>
<th>MANUFACTURER</th>
<th>HYDRANT TYPE</th>
<th>OUTLETS</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>6&quot; STEAMER</td>
<td>1-2 1/2&quot;</td>
</tr>
<tr>
<td></td>
<td></td>
<td>1-4 1/2&quot;</td>
</tr>
<tr>
<td>CLOW</td>
<td>2050</td>
<td>2060</td>
</tr>
<tr>
<td>JONES</td>
<td>J-3740</td>
<td>J-3760</td>
</tr>
<tr>
<td>LONG BEACH</td>
<td>B125</td>
<td>B130</td>
</tr>
</tbody>
</table>

SOQUEL CREEK WATER DISTRICT
P.O. BOX 1550  CAPITOLA, CALIFORNIA 95010

FIRE HYDRANT ASSEMBLY

FILENAME

CAD : TAD
DATE: DEC-06
CHECKED: MJW
APPROVED: JNG

STD. NO.
S-9